




All ONE SYSTEMS enclosures that feature constant voltage 
transformers may be wired as shown below. There are two basic 
versions, a 100 volt version and a 70.7 volt version. Each model 
feature three taps, 600 watts, 300 watts, and 150 watts. All wiring 
is via the 4 position barrier strip. The wiring is shown in Table 1.

                                     

NOTE: The Neutrik Speakon connectors are not connected in the 
transformer based systems. Although it is common to parallel the 
Speakon connectors and the barrier strip due to the high voltages 
present when using the 100 volt and 70.0 volt transformers it is 
necessary to use the barrier strip only. 

CAUTION: The weather cover must be installed (even if 
the enclosure is not installed in an outdoor venue) after the 
connections to the barrier strip are made. Installation of the 
weather cover is mandatory and will isolate the high voltages 
present on the terminal strip from contact.  

Figure 1 is a schematic diagram of the transformer wiring for 
both the 100 volt and 70.7 volt models.  
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1+ Ground
                                      
1- 600 Watts

2+ 300   Watts

2- 150 Watts

INPUT                      POWER LEVEL

Table 1

Com

BLK

BRN

RED

ORG

YEL

RED

WHT

BLK

600W

300W

Not Used

100V Wiring

150W Com

8 ohm

4 ohm     CFA
    312CIM
    212IM

Passive Xover in

Passive Xover 
ground

150W

300W

600W

Com

BLK

BRN

RED

ORG

YEL

RED

WHT

BLK

600W

300W

150W

Not Used

70.7V Wiring

Com

8 ohm

4 ohm

600W 300W 150W

150W

300W

600W
    CFA
    312CIM
    212IM

Passive Xover in

Passive Xover 
ground

INPUT
1+
1-
2+
2-

POWER LEVEL
Ground

600 Watts
300 Watts
150 Watts


